
Series

Type

Output

Voltage

Other

DPS -
DPS Pressure - Model Code 

11A : 110V/AC  22A : 220V/AC
D24 : 24V/DC  D30 : 30V/DC

 Other

Adjust Range

DPS:
Pressure Control

1:1 , 2:2
Single Stage, 2:Two Stage

1
Single Stage Low Pressure range

NC:NC  

A: , B: , C:
A:Standard, B:Manual, C:Fixed
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Two Stage High Pressure range

A0: 1 , BB:2 , 
A0:Single Setpoint, BB:Dual Manual Pressure
CB:1 1  CB: Fixed Deadband

High Pressure Adjust Range

 Working Philosophy

1. 
    Mounting:        If capillary tube is use in connection, must prevent it from bending and twisting.

2. 
(

                            If pressure control is use in ammonia as in medium refrigetation system, must
                            select the stainless steel model. (i.e. model final code indicates the material use)

3. 
                             Before connecting the pressure control, make sure that all pipe lines are clean.
                        4. .
                             Do not install the pressure control surpass it’s load to electric equipment normal
                             value rate.
                        5. .  ,

                             To avoid against vibration, long capillary tube plate has to be fixed properly.
                        6. . .

                            When connectiing pressure control, must use two wrench. At the same time 
                             tightens the screw nut place at the pressure control to avoid damage from the 
                             pressure control components.
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1. Connection:There are 2 kinds of mode in connecting the pressure control. (1) use 1 pc 6mm copper 
                        tube(it must be soft shape) then screw tightly with controller’s screw nut in the tube 90
                        degree cape trumpet.(2)  Connect with 1 meter length 3mm capillary tube(this connection
                        mode must mentioned when ordering). See below figure at the left.  
2. 4 M4
2. Mounting  :  
                        Mounting the pressure control has 2 kinds. One is use 4 piece M4 spiral hole at the back
                        of the pressure control. The other one is use multipurpose plate attached, See below
                        drawing at the left. 
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No. of Stage

Pressure Switch

1A : 1 A , 1B : 1 B
1A: 1 A Contact, 1B: 1 B Contact
1AB : 1 A  1 B
1AB: 1 A Contact &1 B Contact

↓ ↓: Decrease of pressure 

L: Low pressure side, H: High pressure side, M: Manual reset  
L: , H: , M:

↑ ↑: Increase of pressure 

DPS series pressure control can protect compressors in refrigeration and air-condition plant, and keep
them from over-low pressure or over-high suction pressure. DPS series pressure controls compressors
and fans of air condensers. DPS series pressure controls can be used not only in fluoride refrigeration,
but also in air and liquid. refrigeration,but also in air and liquid. DPS series pressure controls are fitted
with a single pole double throw (SPDT) changeover switch. The position of the switch is determined 
by the pressure control setting and the pressure at the connector.                

(Installation Size of Attachments)

 Operating Instructions

    Connection and Installation Method

 Connection: When opens the outer cover preparing for wiring, must closed the power supply 
                      to avoid electric shock that can damage the equipment

1. .
Adjustment : 1. Clockwise rotation of the pressure control screw, the pressure setting value 
                          drops, on the contrary rises.
                      2. .
                      2. Clockwise rotation of the differential pressure control screw, the pressure setting 
                          value drops on the contrary rises.

-DPS 321-


